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GUIDE TO MULCH MATERIALS, RATES, AND USES

Mul ch Qual ity per 1, 000 per
Mat eri al Standards sq. ft, acre
Asphal t Enul si on SS-1 SS-K 14-28 gal. 600-
SM K SM 2 1, 200
gal
Bagasse - Shredded Air-dried, 580'??0 -
Sugar Cane vel | 14.28
shr edded -
bal es
Cocoa Bean or Air-dried  5450.400 -
Peanut Hulls free from cu. ft
excessi ve : :
fine
mat eri al s
Conpost or Manure Vel | 400- 600 8-10
shr edded; | bs. tons
free from
excessive
coarse materi al
Cor nst al ks, Shredded Air-dried, 150-300 4-6
or Chopped shredded 1bs. t ons
into 8 to
12" | engt hs.
Gravel, Crushed Washed; size 9cu.yds.
Stone or Sl ag 2B or 3A
Hay or Straw Air-dried; 75-100 1. 5-
free from 1bs. 2 5 T

undesi rabl e

Application Rates

seeds and coar se

mat eri al s.

Dept h of
Appl i ca-

t1on

on _ "

2" - 4"

3u

Lightly
cover
75 to
90% of
sur face.

Remar ks 1/

Use as a filmon seeded areas without

addi ti onal nul ch. Requires special equipnment to
apply. Application rate critical--too much
prevents seedi ngs from penetrati ng and too
little prevents erosion control

Most effective as a nulch around ornanental s,
trees, shrubs, and small fruit. Excellent for
erosion control. Resistant to w nd bl owi ng.

Packaged in 100 I b. bal es. Deconposes slowy.

Most effective as a mulch around ornanentals.
Excel l ent npi sture conserver. Deconposes in
about one year. Subject to wi nd bl owi ng.
Packaged in 50 | b. bags.

Use strawy manure where erosion control is
needed. May create problemw th weeds. Excell ent

noi sture conserver. Resistant to w nd bl owi ng.

Ef fective for erosion control, relatively slow
to deconpose. Excellent for mulch on crop
fields. Has about sane value as a cover crop

Resi stant to wi nd bl ow ng.

Excell ent mul ch for short slopes and around woody
pl ants and ornanmental s. Use 2B where subject to
foot traffic. (Approx. 2,000 |bs./cu. yd.)

Use straw where nmulch effect is to be naintained
for nore than 3 nonths. Subject to wi nd bl ow ng
unl ess kept npoist or tied down. Most comon and
wi dely used nulching material. Good for erosion
control in critical areas.
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TABLE 1 (Cont'd.)

Mul ch
Mat eri al

Peat Mbss

Pi ne Straw or
Needl es

Sawdust, Green or
Conpost ed

Tanbar k

Wbod Chi ps or
Shavi ngs

Wbod Excel si or

GUI DE TO MULCH MATERI ALS, RATES, AND USES

Application Rates Depth of

Quality per 1, 000 per Appl i ca-

St andar dS Sq ft . acre tion Renar ks 1/

Dried, com 200- 400 2" 1-4 Most effective as a mulch around ornanmental s.

pressed, free cu. ft. Subj ect to wi nd bl owi ng unl ess kept wet.

from coar se Packaged 100 Ib. bales (6 cu. ft.). Excellent

materials. nmoi sture hol di ng capacity.

Air-dried, 50- 901bs. 1-2 Use.at 2 ton/aF. mhere.erosion control is desired.

free from tons Resi stant to wi nd bl owi ng. Deconposes slowy.

coarse ob-

j ectionabl e

mat eri al

83- 500 107 Most effective as a nulch around ornamental s,

Free from } ) smal | fruit, and other nursery stock. Special

obj ecti on- cu.ft. application rates--fruit trees 5-7"; blueberries

abl e coarse 6”; vegetables and flowers 2-3"; blackberries

mat eri al . and raspberries 4-71"; strawberries 3". Most
resistant to wind blow ng. Requires 30-35 I|bs.
Nton to N deficiency while decaying mulch.
1 cu. ft. weighs 18 T., 24 |bs;

Air-dried, 300- 400 3"-47 Ef fective nmul ch around ornanentals. More resis-

nont oxi c. cu. ft. tant to wind blow ng than peat nobss. Excell ent
nmoi sture hol ding capacity. Packaged in 50 |b.
bags (approx. 2 cu. ft.).

Green or air- 200-900 10- 20 2"-7" Has about the sane use and applicati on as sawdust

dried. Free | bs. tons but requires less NNton (10-12 1bs.). Resistant

from to wi nd bl owi ng. Deconposes slowy.

obj ecti onabl e

coarse mate-

rials.

Green or air- 90 Ibs. 2 tons Ef fective for erosion control. Tiedown usually

dri ed burred (1 bale) not required. Deconposes slowy. Subject to sone

wood fibers
. 024" X .031"

X 47,

wi nd bl owi ng. Packaged in 80-90 Ib. bales.



GU DE TO MULCH MATERI ALS, RATES, AND USES
"ABLE 1 (Cont'd.)

Application Rates Depth of
Mul ch Quality per 1, 000 per Appl i ca-
3 Mat eri al Standards  sq. ft. acre tion Remarks 1/
_|
®
& Wood Fi ber Cel | u- Dyed green. 25-30 I bs. 1,000 Suited to short slopes. Wen used for erosion
2 | ose (Partly No growth or- 2,000 control on critical area, double application
S di gest ed wood gani sm i nhi b- 1bs. rate. Apply with hydro-nulcher. No tie-down
< fibers) iting factors. required. (Use only during nornmal grow ng
Air-dried 30% season.)
fibers 3.7mm
or |onger.
MATS AND NETTI NC
. Ar ea
Ml ch Quality Uni t gg'dt Cover ed
Mat eri al St andar ds Si ze - Per Renar ks
Veei ght Uni t
Twi sted Kraft Pl ai n weave, 45' 1 x Rol | 312 1/2  yse to hold seed and aid in germ nation
S Paper Yarn warp 7 per 250 yd. 100 | bs. Yds. Wi thout nulch. Tiedown according to
= inch, filling manuf act uri ng specifications.
2 4 per inch
S sel vage edge
=) wi th poly-
® propyl ene
filament.
Twi sted Kraft Fungi ci de 45" X Rol | 312 1/2  yse over bare soil or sod to prevent
Paper Yarn treated warp 250 yds. g5 |ps. SO YAS.  erosion and hold seed. Good for waterways,
1.1 pairs/in. critical sl opes, and critical ditch
filling bottons. Tiedown with staples as per
z 2.5/in. manuf act uri ng specifications.
Q
N Jute, Twisted Yarn Undyed, un- 48" x Roll 60 60 sq. Use without additional nulch. Tiedown as
S bl eached 50 yds. |bs. yds. per manufacturing specifications. Effective
N pl ai n weave or 48" for erosion control on critical areas.
warp 78 ends/ x 75 90 Ibs. 100 sq.
yd. weft 41 yds. yds.

ends/ yd.
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TABLE (Cont’ d).

MATS AND NETTI NG (conti nued)

Uni t
and
Wei ght

Rol

Rol |
56 | bs.

Variable up to 50

Ar ea
Cover ed

Per
Uni t

1.6 1/2
sq. yds.

100 sq.
yds.

wi de.

Mul ch Quality Uni t
Mat eri al St andar ds Si ze
i 36'1 X
Excel si or Wod I nterlocking oo vds
Fi ber Mats web of' yds.
excel si or
fibers with a
mul ch net
backi ng on one
side only.
; 1/ 4" thick, 72" x
d ass Fi ber 7/16 dia. . 30 yds.
hol es on
1" centers.
Pl astic 2-4 nmls.
1/1f Al nulches will provide some degree of (1) erosion control

~ and (4)

reducti on of soi

crusting.

Remar ks

Use wi thout additional mulch. Tiedown as
per manufacturing specifications.

Use without additional nulch. Tiedown with
T bars as per manufacturing specifications.

Use bl ack for weed control; use white for
seedi ng establishment w thout organic nul ch.
Rel ease plastic after seeding is established.
Ef fecti ve npi sture conservati on and weed
control for small fruits.

(2) nmoisture conservation, (3) weed control
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Anchori ng
Met hod
or Materi al

Manual
1. Peg and Twi ne

2. Milch netting

3. Soil and stones

4. Slit

Mechani cal

1. Asphalt spray

2. Pi ck Chain

MJLCH ANCHORI NG GUI DE

Ki nd of Mulch to be Anchored

Hay or straw, shredded sugar
cane or cornstal ks. Pine
straw.

Hay or straw, shredded sugar
cane or cornstal ks, pine straw,
com post, wood shavi ngs,

t anbar K.

Pl astic

Hay, straw or
cornst al ks

Cocoa beans or peanut hulls,
conmpost, wood chi ps, wood
shavi ngs, hay or straw,
shredded sugar cane or corn-
stal ks.

Hay or straw, cornstal ks, nanure,
conpost, pine straw.

How t o Apply

After mul ching, divide area into bl ocks approximtely 1
sq. yd. in size. Drive 4-6 pegs per block to

within 2" to 3" of soil surface. Secure mulch tosoil
surface by stretching tw ne between pegs in a crisscross
pattern on each bl ock. Secure tw ne around each peg with
two or nore turns. Drive pegs flush with soil where
mowi ng and nai ntenance i s planned.

Staple |ight-weight paper, jute, wood fiber, or
plastic nettings to soil surface according to
manuf act urer's recomendati ons.

Plow a single furrow al ong edge of area to be covered
with plastic, fold about 6" of the plastic into the
furrow and plow furrow slice back over the plastic.
Use stones to hold plastic down in other places, as
needed.

Cut nulch into soil surface with a square-edged
spade. Make cuts in contour rows spaced 18" apart.

Apply with suitable spray equi pnent using the
following rates: asphalt enulsion 0.04 gallons per
square yard; liquid asphalt (rapid, nedium or slow
setting) 0.10 gallons per square yard.

Use on sl opes steeper than 3 to 1. Pul
across slopes with suitable power equi pnent.
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TABLE 2 (Cont'd.)

Anchori ng
Met hod
or Materi al

3. Milch anchoring

tool or disk
(smoot h or not ched)

4. Wood cel |l ul ose
fiber

5. Hem cel | ul ose

MULCH ANCHORING GUIDE

Ki nd of Mulch to be Anchored

Hay or straw, nmanure, corn-
stal ks, pine straw.

Hay or straw.

Hay or straw

How to Apply

Apply mulch and pull a mul ch-anchoring tool over
mul ch. When a disk (snoboth) is used, set in the
straight position and pull across the slope with
sui t abl e power equi pnent. Mul ch material should be
tucked into the soil surface about.3 inches.

Apply 750 pounds in 2,000 gallons of water per
acre.

Apply according to manufacturer's recomrendati on
Material is water soluble until cured. Use when
the weather is dry during the grow ng season.



